


In a fast-paced world, there is no time for slow results. Promptis is an
ideal solution to reduce jobsite costs and  increase concrete performance. 

Choose your designed setting specification between 3 to 12 hours
and let your ideas flow.

CONCRETE TECHNOLOGY CHARACTERISTICS
- Rapid hardening - high early strength development:  4 MPa @ 4hrs.

- High workability retention at least up to 90 minutes.

ACCELERATION OF CONSTRUCTION:
- Higher productivity

- Savings on overall construction costs

- Optimization of resources utilization

APPLICATIONS:
- Earlier formwork removal

- Farm stable flooring

- Rapid pavement repairs

- On-site pre-casting practices

- Pre-cast concrete elements

- Fast turnover in pillar erection

Concrete as fast
as your vision.

0
12 24

Time [hours]

Road traffic
restored

Element
lifting

Formwork
removal

Co
m

pr
es

si
ve

 S
tr

en
gt

h 
[M

Pa
]

36 48

5

10

15

20

25

30

35

40

45

50 Promptis®
Conventional accelerated concrete
Conventional concrete

Copyright © 2012 CEMEX Research Group, AG

Tramline in service after the 6 hours of pouring 
Promptis® concrete.



CEMEX is a global building MatErials CoMpany that providEs 

high-quality produCts and rEliablE sErviCE to CustoMErs and 

CoMMunitiEs in MorE than 50 CountriEs throughout thE world. 

CEMEX has a riCh history of iMproving thE wEll-bEing of thosE 

it sErvEs through its Efforts to pursuE innovativE industry 

solutions and EffiCiEnCy advanCEMEnts and to proMotE

a sustainablE futurE.


